
MHD Cavity Wall Anchor
Features
•	 Controlled, quick and simple installation with the setting tool
•	 Anchor fully assembled
•	 Combined screw setting recess to accept all types of screw bits
•	 Increased load-bearing capability and security
•	 Through fixing
•	 Indoor applications

Applications 
lamps, pictures, small wall-mounted shelves, lightweight mirror cabinets, 
rails

Technical Data
Plasterboard d = 12.5mm 

tension load (kN)
Chipboard d = 13mm 

tension load (kN)
Cement fiber board d = 12mm 

tension load (kN)
Vertically perforated brick (Hlz 12) 

tension load (kN)

M4 0.15 0.20 0.35 -
M5 0.18 0.25 0.40 -
M6 0.20 0.28 0.42 0.70
M8 0.20 0.30 0.45 0.70

Safety factor of 2 is included / 1 kN ≈ 100 kg

Installation

MHD-S Cavity Wall AnchorArticle code Type Screwtype 
metric 

Ø mm

Sleeve 
length mm

Drilling 
hole Ø 

mm

Panel 
thickness 

(x) mm

Max. fixture 
thickness 

(y) mm

Box content Outer carton Quantity per 
pallet

ds hs d0 dp tfix ═ ║
 1870140 4x23/4 M4 23.5 8 0-4 12 100 ╛╜ 2400 ╓╝ 57600
 1870141 4x35/9 M4 35 8 4-9 16 100 ╒╜ 1200 ╓╝ 28800
 1870142 4x46/20 M4 46 8 3-20 21 100 ╒╜ 1200 ╓╝ 28800
 1870143 4x46/21 M4 46 8 15-21 16 100 ╒╜ 1200 ╓╝ 28800
 1870144 4x60/38 M4 60 8 30-38 16 100 ╓╜ 900 ╓╝ 21600
 1870161 5x37/13 M5 37 10 5-13 20 100 ╒╜ 1200 ╓╝ 28800
 1870162 5x50/18 M5 50 10 5-18 26 100 ╓╜ 900 ╓╝ 21600
 1870163 5x63/32 M5 63 10 18-32 26 100 ╔╜ 600 ╓╝ 14400
 1870164 5x80/49 M5 80 10 35-49 22 100 ╕╜ 300 ╒╝ 7200
 1870181 6x37/13 M6 37 12 4-13 19 100 ╓╜ 900 ╓╝ 21600

18) 1870182 6x50/18 M6 50 12 5-18 27 100 ╔╜ 600 ╓╝ 14400
 1870183 6x63/32 M6 63 12 16-32 28 100 ╕╜ 300 ╒╝ 7200
 1870184 6x80/49 M6 80 12 33-49 24 100 ╖╜ 300 ╓╝ 7200
 1870191 8x37/12 M8 37 14 4-12 19 100 ╔╜ 600 ╓╝ 14400

18) 1870192 8x53/18 M8 53 14 5-18 23 100 ╕╜ 300 ╒╝ 7200
 1870193 8x66/32 M8 66 14 18-32 24 100 ╖╜ 300 ╓╝ 7200

18)  For use in vertically perforated brick (Hlz 12)

MHD-WZ Setting tool M4-M6, with ratchet actionArticle code Description Box content

 1870502 M4-M6 1

MHD-WZ Setting tool M4-M6 strong, for use in confined areasArticle code Description Box content

 1870503 M4-M6 strong 1

MHD-WZ Setting tool M4-M8, in-line version, especially for overhead 
application

Article code Description Box content

 1870504 M4-M8 1
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