
 MNAF   Hammer Screw for skirting board fixing   
 Features
•   Coloured nails are resistant to chipping when hammered
• Detachable pozi-drive-nailhead
• Plug made from high-quality polyamide PA6
• Through fixing
• Indoor applications 

                                                                                                                            

 Applications 
  skirtings, profiles 

 Technical Data 
   Concrete C20/25

tension load (kN) 
 Brick

tension load (kN) 
 Sandstone

tension load (kN) 
        

 MNAF    0.25    0.2    0.15 
 Safety factor of 5 is included / 1 kN ≈ 100 kg     

 Installation 

 MNAF   Hammer Screw for skirting board fixing, white  Article code  Plug and drill Ø
mm 

 Length
mm 

 Usable length
mm 

 Drive  Box content  Outer carton  Quantity per 
pallet 

   dnom = d0  L  tfix    ═  ║   
    11225135  5    30    5    PZ2    100   ╒╜  2400   ╔╝  57600 
    11225145  5    40    15    PZ2    100   ╒╜  2400   ╔╝  57600 
    11225155  5    50    25    PZ2    100   ╒╜  2400   ╔╝  57600 

 MNAF   Hammer Screw for skirting board fixing, yellow  Article code  Plug and drill Ø
mm 

 Length
mm 

 Usable length
mm 

 Drive  Box content  Outer carton  Quantity per 
pallet 

   dnom = d0  L  tfix    ═  ║   
    11225139  5    30    5    PZ2    100   ╒╜  2400   ╔╝  57600 
    11225149  5    40    15    PZ2    100   ╒╜  2400   ╔╝  57600 
    11225159  5    50    25    PZ2    100   ╒╜  2400   ╔╝  57600 

 MNAF   Hammer Screw for skirting board fixing, dark brown  Article code  Plug and drill Ø
mm 

 Length
mm 

 Usable length
mm 

 Drive  Box content  Outer carton  Quantity per 
pallet 

   dnom = d0  L  tfix    ═  ║   
    11225138  5    30    5    PZ2    100   ╒╜  2400   ╔╝  57600 
    11225148  5    40    15    PZ2    100   ╒╜  2400   ╔╝  57600 
    11225158  5    50    25    PZ2    100   ╒╜  2400   ╔╝  57600 

107We bring Swiss Fastening Technology to the world
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